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Well Name:   HUBBARD #1

Report Printed:   6/18/2020www.peloton.com

Current Schematic

API / UWI
3004512203

Surface Legal Location
022-032N-012W-B

Field Name
BLANCO MESAVERDE (PRORATED GAS

Route
0106

State/Province
NEW MEXICO

Well Configuration Type

Ground Elevation (ft)
6,141.00

Original KB/RT Elevation (ft)
6,151.00

KB-Ground Distance (ft)
10.00

KB-Casing Flange Distance (ft) KB-Tubing Hanger Distance (ft)

Original Hole, 6/18/2020 7:10:19 AM

MD (ftKB)

9.8

10.5

11.2

202.1

203.1

214.9

953.1

1,891.1

2,585.0

3,282.2

3,600.1

3,753.0

3,935.0

4,149.9

4,357.0

4,490.2

4,857.0

4,876.0

4,877.0

4,879.9

4,920.9

4,930.1

4,935.0

4,953.4

4,955.4

4,986.5

4,987.2

4,987.9

5,029.9

5,060.0

5,061.0

5,183.1

5,250.0

5,286.1

6,790.0

6,791.0

7,088.9

7,089.9

7,390.1

TVD
(ftKB) Vertical schematic (actual)

OJO ALAMO (final)

FRUITLAND (final)

PICTURED CLIFFS (final)

HUERFANITO BENTONITE (final)

CHACRA (final)

CLIFF HOUSE (final)

MENEFEE (final)

POINT LOOKOUT (final)

MANCOS (final)

3; Production2; 3 1/2 in; 2.92 in; 10.00 ftKB;
7,090.00 ftKB

Bridge Plug - Permanent; 6,790.00-6,791.00

SQUEEZE PERFS; 5,250.00; 9/26/1966

Bridge Plug - Permanent; 5,060.00-5,061.00

Expendable Check; 1.66 in; 4,987.10 ftKB;
4,987.90 ftKB

Seating Nipple; 1.66 in; 4,986.55 ftKB;
4,987.10 ftKB

PERF - MESAVERDE; 4,935.00-5,030.00;
10/1/1966

Tubing; 1.66 in; 2.75 lb/ft; J-55; 4,955.24
ftKB; 4,986.55 ftKB

Tubing Pup Jt; 1.66 in; 2.75 lb/ft; J-55;
4,953.34 ftKB; 4,955.24 ftKB

2; Production1; 5 1/2 in; 4.95 in; 10.00 ftKB;
4,877.00 ftKB

Tubing; 1.66 in; 2.75 lb/ft; J-55; 11.05 ftKB;
4,953.34 ftKB

1; Surface; 10 3/4 in; 10.05 in; 10.00 ftKB;
203.00 ftKB

Tubing Pup Jt; 1.66 in; 2.75 lb/ft; J-55; 10.60
ftKB; 11.05 ftKB

Tubing Hanger; 7 in; 9.95 ftKB; 10.60 ftKB

Plans were to sidetrack well, but deviation is
only 12 degrees. It was deemed a

deepening

Hydraulic Fracture; 2/27/1951; Loaded hole
w/ 1655 qts Nitro. Top shot 4930' to 5182'.

Hyd Frac-Other; 10/1/1966; FRAC'D W/
80,640 GALS H2O W/ 6#/1000 J-100,
15#/1000 AQUA ADONITE, 40,000# 20/40,
30,000# 10/20, BDP-0, ATP-2600 AIR-54
BPM, MAX P-2900, DROPPED 65 BALLS,
FLUSHED W/ 70 BBL, INSTANT SI-200, 5
MIN-VACUUM,

Production Casing Cement; 4,150.00-
5,250.00; 9/30/1966; Cemented w/ 150 sx
cement. TOC per TS 9/26/66

Production Casing Cement; 3,600.00-
4,877.00; 1/8/1951; MIXED 250 SXS
CEMENT 10 BBLS WATER. PUMPED
PLUG DOWN W/ WATER. TOC @ 3600'
per 75% calc eff.

Surface Casing Cement; 10.00-215.00;
12/19/1950; CEMENTED W/ 75 SXS
COMMON CMT
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