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WELL API NO. 
 
5.  Indicate Type of Lease 
           STATE             FEE          
6.  State Oil & Gas Lease No. 
 

SUNDRY NOTICES AND REPORTS ON WELLS 
(DO NOT USE THIS FORM FOR PROPOSALS TO DRILL OR TO DEEPEN OR PLUG BACK TO A 
DIFFERENT RESERVOIR.  USE "APPLICATION FOR PERMIT" (FORM C-101) FOR SUCH 
PROPOSALS.) 
1.  Type of Well:  Oil Well         Gas Well     Other 

7.  Lease Name or Unit Agreement Name 
 
  
8.  Well Number 

2.  Name of Operator 
 

9.  OGRID Number 

3.  Address of Operator 
 

10.  Pool name or Wildcat 

4.  Well Location 
              Unit Letter___________:__________feet from the _____________ line and _____________feet from the ____________line 
              Section                                                 Township                  Range                            NMPM                   County  
 11. Elevation (Show whether DR, RKB, RT, GR, etc.) 

 
 

  

12.  Check Appropriate Box to Indicate Nature of Notice, Report or Other Data 

NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF: 
PERFORM REMEDIAL WORK  PLUG AND ABANDON    REMEDIAL WORK                      ALTERING CASING   
TEMPORARILY ABANDON       CHANGE PLANS             COMMENCE DRILLING OPNS.  P AND A                     
PULL OR ALTER CASING         MULTIPLE COMPL          

 
CASING/CEMENT JOB               

DOWNHOLE COMMINGLE          
CLOSED-LOOP SYSTEM          
OTHER:                                                                                        

 
OTHER:                                                                                   

13.  Describe proposed or completed operations.  (Clearly state all pertinent details, and give pertinent dates, including estimated date 
of starting any proposed work).  SEE RULE 19.15.7.14 NMAC.  For Multiple Completions:  Attach wellbore diagram of 
proposed completion or recompletion. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

I hereby certify that the information above is true and complete to the best of my knowledge and belief.  
 

 
 
SIGNATURE__________________________________ TITLE___________________________________DATE___________________ 
 
Type or print name _____________________________  E-mail address:  __________________________  PHONE: ________________ 
For State Use Only 
 APPROVED BY:_______________________________TITLE___________________________________DATE___________________ Conditions of Approval (if any): 

30-025-49974

INDEPENDENCE AGI

2

330718

AGI: Devonian/Fusselman

Piñon Midstream, LLC
ACID GAS INJECTION

465 W NM Highway 128; Jal, NM 88252

C
20 25S

3,102’ (GR)

36E LEA

Additional Cement Ops.
(1st Intermediate Csg.) 

1,110 NORTH 1,443 WEST

Consultant to Piñon

David A. White, P.G. dwhite@geolex.com 505-842-8000

07/16/2022

Operations to set and cement the 20-inch first intermediate casing string were completed on July 14, 2022.  During these 
operations, cement was circulated to surface, however, a subsequent cement bond log (CBL) indicated that minor cement fall 
back had occurred and additional operations to top off and bring cement to surface are necessary.  We are providing a copy of 
the recorded CBL log as an attachment to this submittal.

In order to achieve full cement coverage, additional cementing operations to top off the 20-inch first intermediate casing 
interval will be completed in accordance with the following procedure:

All follow-up CBL logs will be submitted in the associated Form C-103 Subsequent Report of Casing aand Cementing 
Operations for the first intermediate casing string.

1.  Run in 20-inch casing annular space with 1/2-inch capillary string and determine top of cement (TOC).

2.  Pump 14.8 pounds per gallon (ppg) Class C Neat cement (Yield:  1.33 ft3/sack) until cement is circulated to surface.
     Necessary cement volumes will be calculated based on TOC determination.

3.  Wait on cement for a period of at least 24 hours.

4.  Re-run cement bond log to verify integrity and placement of cement.
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CONDITIONS

Action  125978

CONDITIONS
Operator:

Pinon Midstream LLC
465 W. NM Highway 128
Jal, NM 88252

OGRID:

330718
Action Number:

125978
Action Type:

[C­103] NOI General Sundry (C­103X)

CONDITIONS

Created By Condition Condition
Date

pgoetze None 7/18/2022


