




1. 

2. 

3. 

4. 

5. 

6. 

7. 

8. 

TOOH with tubing.

Set a plug above the top of Desert Creek perforations (top perf 8880').

TIH and land production tbg. Return well to production.

Pressure test cement remediation, confirm BHD flow has been remediated.

TIH and remove plug.

MIRU workover rig and associated equipment; NU and test BOP.  

Load hole with fluid and perform MIT on casing (notify NMOCD/BLM 24+ hours before test) and submit results to regulatory group. 

HILCORP ENERGY COMPANY
UTE MOUNTAIN UTE 41

NOTICE OF INTENT TO REPAIR BRADENHEAD
API 3004529355

JOB PROCEDURES

Identify leak in casing. Remediate with cement.



UTE MOUNTAIN UTE 41 - CURRENT WELLBORE SCHEMATIC

HILCORP ENERGY COMPANY
UTE MOUNTAIN UTE 41

NOTICE OF INTENT TO REPAIR BRADENHEAD



HILCORP ENERGY COMPANY
UTE MOUNTAIN UTE 41

NOTICE OF INTENT TO REPAIR BRADENHEAD

UTE MOUNTAIN UTE 41 - PROPOSED WELLBORE SCHEMATIC





District I
1625 N. French Dr., Hobbs, NM 88240
Phone:(575) 3936161 Fax:(575) 3930720

District II
811 S. First St., Artesia, NM 88210
Phone:(575) 7481283 Fax:(575) 7489720

District III
1000 Rio Brazos Rd., Aztec, NM 87410
Phone:(505) 3346178 Fax:(505) 3346170

District IV
1220 S. St Francis Dr., Santa Fe, NM 87505
Phone:(505) 4763470 Fax:(505) 4763462

State of New Mexico
Energy, Minerals and Natural Resources

Oil Conservation Division
1220 S. St Francis Dr.
Santa Fe, NM 87505

CONDITIONS

Action  388523

CONDITIONS
Operator:

HILCORP ENERGY COMPANY
1111 Travis Street
Houston, TX 77002

OGRID:

372171
Action Number:

388523
Action Type:

[C103] NOI Workover (C103G)

CONDITIONS

Created By Condition Condition
Date

mkuehling approved for record only 10/7/2024


