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PUBLIC NOTICE 

STATE OF NEW MEXICO 
ENERGY, MINERALS AND NATURAL RESOURCES DEPARTMENT 

OIL CONSERVATION DIVISION 

In accordance with 20.6.2.3108.F NMAC, Navajo Refining Company, L.L.C. hereby 
gives public notice of its application to renew the New Mexico Oil Conservation Division 
(OCD)  discharge permit to inject treated non-hazardous waste water effluent from the 
Artesia Refinery’s on-site wastewater system into a Class I (nonhazardous) injection 
well WDW-2 (API# 30-015-20894). The WDW-2 is located in the SW/4, NW/4 of Section 
12, Township 18 South, Range 27 East, NMPM, Eddy County, New Mexico. The WDW-
2 is location approximately 10 miles SE of the intersection of US-285 and Hwy 82 or 
approximately 3 miles South of the intersection of Hwy 82 and CR-204 (Hilltop Road).  
The Navajo Refinery is located at 501 E. Main Street, Artesia, New Mexico.

Waste water from the refinery is generated from the treatment of waters from the 
processing of crude oil, including the removal of water entrained in crude oil, the 
washing of crude oil to remove salts and sediment, water used for heating and cooling 
during refining, boiler blowdown, and stormwater collected from process portions of the 
refinery.

Underground injection at WDW-2 occurs within the Lower Wolfcamp, Cisco and Canyon 
Formations within the injection interval from 7,570 to 8,399 feet (log depth). The injection 
rate into WDW-2 will not exceed 500 gpm and the maximum allowable surface injection 
pressure is 1,514 psig. The injected refinery waste water quality is approximately 3,400 
mg/L total dissolved solids (TDS). Formation fluid within the permitted injection interval 
exceeds 10,000 mg/L TDS.  Groundwater is first encountered in the area of WDW-2 at 
a depth of approximately 50 to 150 feet below land surface.  The groundwater quality 
ranges from about 1,500 to 2,200 mg/L TDS. 

Persons interested in obtaining further information, submitting comments, or requesting 
to be on a facility-specific mailing list for future notices may contact the Environmental 
Bureau Chief of the New Mexico Oil Conservation Division. 

Comments and inquiries on regulations should be directed to: 

 Director 
 Conservation Division 
 Energy Minerals and Natural Resources Department 

1220 South St. Francis Drive 
 Santa Fe, New Mexico 87505 
 Telephone: (505) 476-3440 

When corresponding, please reference the name of the applicant and the well name.  



AVISO PUBLICO 
ESTADO DE MEXICO 

DEPARTMENTO DE ENERGIA, MINERALES Y RECURSO NATURALES 
DIVISION DE CONSERVACION DE PETROLEO

Por medio de la presente La Navajo Company anuncia que de conformidad con los 
requisitos de las regulaciones de la Comisíon de Control de Calidad del Agua de Nuevo 
Mexico 20.6.2.3108.F NMAC, esta solicitando a la Division de Conservacíon del 
Petroleo de Nuevo Mexico (NMOCD) . Departamento del Medio Ambiente, un permiso 
de descarga para inyectar aguas residuales Artesia Refinery’s hacia un pozo de 
inyección que se llama WDW-2 (API# 30-015-20894). El WDW-2 esta localizado en 
SW/4, NW/4 de Sección 12, Municipio 18 sur, 27 Este, Condado Eddy, Nuevo Mexico.  
El WDW-2 esta localizado aproximadamente 10 millas SE de la unidad de US-285 y 
Hwy 82 (Refineria Artesia) o aproximadamente 3 millas Sur de la unidad de Hwy. 82 y 
CR-204 (Hilltop Road). La Refineria Navajo se encuentra ubicada en 501 E. Main 
Street, Artesia, Nuevo Mexico. 

La generacion de aguas residuals de la Refineria Artesia es el resultado del agua que 
se encuentran en al abastecimiento de crudo, el agua que se usa para el enfriamiento y 
calentamiento, el agua que se usa para retirar las sales del abastecimiento de crudo, y 
para purgar la caldera.

Las aguas residuals de WDW-2 se injectaran hacia las formaciones de Lower 
Wolfcamp, Cisco Y Canyon, ubicadas entre 7,570 y 8,399 pies (produndidad de 
registro). La tasa de inyeccion de WDW-2 no excedera los 500 gpm a una presion de 
inyeccion que no excedera los 1,514 psig. Estas aguas residuals tendran un contendido 
de total de solidos disueltos (TDS) de 3,400 partes por millón. Formacion de fluido 
dentro del interval permitido exceed 10,000 milligramos per litro (mg/L) TDS. En el area 
en donde se encuentran el pozo (WDW-2), el agua fresco se encuentra a una 
profundidad de 50 a 150 pies por debajo de la superficie de la tierra con un TDS de 
1,500 a 2,200 partes por millón (ppm). 

Personas interesadas en obtener mayores informes, presentar sus comentarios o 
solicitar que se les incluya en las listas de direcciones de una planta en especial para 
futuros avisos pueden ponerse en contacto con el Jefe del Departamento del Medio 
Ambiente de la División de Conservacíon de Petroleo de Nuevo Mexico. 

Por Favor envien los comentarios y las preguntas a: 

Director
Oil Conservation Division 
Energy, Minerals and Natural Resources Department 
1220 South St. Francis Drive 
Santa Fe, New Mexico 87505 
Telefono: (505) 476-3440 

Cuando escriban, por favor pongan de referencia el nombre del applicante y del pozo.
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PUBLIC NOTICE

STATE OF NEW MEXICO
ENERGY, MINERALS AND NATURAL RESOURCES DEPARTMENT OIL

CONSERVATION DIVISION

In accordance with 20.6.2.3108.F NMAC, Navajo Refining Company, L.L.C.,
located at 501 E. Main Street, Artesia, New Mexico, hereby gives public notice of its
application to renew the New Mexico Oil Conservation Division (OCD) discharge
permit to inject treated non-hazardous waste water effluent from the refinery’s on-site
wastewater treatment plant into three Class I (nonhazardous) injection wells listed
below:

 WDW-1 (API# 30-015-27592). The WDW-1 is located in the SW/4, SE/4 of
Section 31, Township 17 South, Range 28 East, NMPM, Eddy County, New
Mexico. The WDW-1 is located approximately 11 miles SE of the intersection
of I-285 and Hwy 82 or approximately 1 mile SW of the intersection of Hwy 82
and CR-206.

 WDW-2 (API# 30-015-20894). The WDW-2 is located in the SW/4, NW/4 of
Section 12, Township 18 South, Range 27 East, NMPM, Eddy County, New
Mexico. The WDW- 2 is located approximately 10 miles SE of the intersection
of US-285 and Hwy 82 or approximately 3 miles South of the intersection of
Hwy 82 and CR-204 (Hilltop Road).

 WDW-3 (API# 30-015-26575). The WDW-3 is located in the SE/4, SW/4 of
Section 1, Township 18 South, Range 27 East, NMPM, Eddy County, New
Mexico. The WDW-3 is located approximately 14 miles E-SE of the
intersection of I-285 and Hwy 82 (Navajo Refinery) or approximately 2.75
miles S of Hwy 82 and CR-225.

Waste water from the refinery is generated from the treatment of waters from the
processing of crude oil, including the removal of water entrained in crude oil, the
washing of crude oil to remove salts and sediment, water used for heating and
cooling during refining, boiler blowdown, and stormwater collected from process
portions of the refinery. Underground injection for each of the wells occurs within the
Lower Wolfcamp, Cisco and Canyon Formations.

 Underground injection at WDW-1 occurs within the injection interval from 7,924 to
8,476 feet (log depth). The injection rate into WDW-1 will not exceed 500 gpm and
the maximum allowable surface injection pressure is 1,585 psig. The injected
refinery waste water quality is approximately 3,400 mg/L total dissolved solids
(TDS).

 Underground injection at WDW-2 occurs within the injection interval from 7,570 to
8,399 feet (log depth). The injection rate into WDW-2 will not exceed 500 gpm and



the maximum allowable surface injection pressure is 1,514 psig. The injected
refinery waste water quality is approximately 3,400 mg/L TDS.

 Underground injection at WDW-3 occurs within the injection interval from 7,660
to 8,620 feet (log depth). The injection rate into WDW-3 will not exceed 500
gpm and the maximum allowable surface injection pressure of 1530 psig.

The injected refinery waste water quality is approximately 3,400 mg/L TDS.
Formation fluids within the permitted injection interval exceeds 10,000 mg/L TDS.
Groundwater is first encountered in the area of the wells is at a depth range of
approximately 50 to 150 feet below land surface. The groundwater quality ranges
from about 1,500 to 2,200 mg/L TDS.

Persons interested in obtaining further information, submitting comments, or
requesting to be on a facility-specific mailing list for future notices may contact the
Environmental Bureau Chief of the New Mexico Oil Conservation Division.

Comments and inquiries on regulations should be directed to:

Director
New Mexico Oil Conservation Division
1220 South St. Francis Drive
Santa Fe, New Mexico 87505
Telephone: (505) 476-3440

When corresponding, please reference the name of the applicant and the well name.



AVISO PUBLICO
ESTADO DE MEXICO

DEPARTMENTO DE ENERGIA, MINERALES Y RECURSO NATURALES
DIVISION DE CONSERVACION DE PETROLEO

Por medio de la presente, la compania Navajo Refining Company, L.L.C., en 501 E.
Main Street, Artesia, Nuevo Mexico, en conformidad con los requisitos de las
regulaciones de la Comisíon de Control de Calidad del Agua de Nuevo Mexico
20.6.2.3108.F NMAC, esta solicitando a la Division de Conservacíon del Petroleo de
Nuevo Mexico (NMOCD), anuncia al publico el permiso de descarga para inyectar
aguas residuals, sin arriesgado, de la Refinería de Navajo:

 WDW-1 (API# 30-015-27592). El pozo WDW-1 esta localizado en SO/4, SE/4 de
Sección 31, Municipio 17 Sur, Rango 28 Este, Condado Eddy, Nuevo Mexico. El
WDW-1 2 esta localizado aproximadamente 11 millas SE de la unidad de I-285
y Hwy 82 o aproximadamente 1 milla SO de la unidad de Hwy 82 y CR-206.

 WDW-2 (API# 30-015-20894). El pozo WDW-2 esta localizado en SO/4, NO/4 de
Sección 12, Municipio 18 Sur, Rango 27 Este, Condado Eddy, Nuevo Mexico. El
WDW-2 esta localizado aproximadamente 10 millas SE de la unidad de US-285
y Hwy 82 (Refineria Artesia) o aproximadamente 3 millas Sur de la unidad de
Hwy. 82 y CR-204 (Hilltop Road).

 WDW-3 (API# 30-015-26575). El pozo WDW-3 esta localizado en SE/4, SO/4 of
Sección 1, Municipio 18 Sur, Rango 27 Este, Condado Eddy, Nuevo Mexico. El
WDW-3 esta localizado aproximadamente 14 millas este-sur-este de la unidad
de I-285 y Hwy 82 (Refinería de Navajo) or aproximadamente 2.75 millas Sur de
Hwy 82 y CR-225.

La generacion de aguas residuals de la Refineria de Navajo es el resultado del agua
que se encuentran en al abastecimiento de crudo, el agua que se usa para el
enfriamiento y calentamiento, el agua que se usa para retirar las sales del
abastecimiento de crudo, y para purgar la caldera. Las aguas residuals para se
injectaran en cada pozo hacia las formaciones de Wolfcamp (bajo), Cisco, y Canyon,

 Injectaran en WDW-1 ubicada entre 7,924 y 8,496 pies (produndidad de
registro). La tasa de injeccion de WDW-1 no excedera los 500 gpm a una
presion de inyeccion que no excedera los 1,585 psig. Estas aguas residuals
tendran un contendido de total de solidos disueltos (TDS) de 3,400 partes por
millón (ppm).

 Injectaran en WDW-2 ubicada entre 7,570 y 8,399 pies (produndidad de
registro). La tasa de injeccion de WDW-2 no excedera los 500 gpm a una
presion de inyeccion que no excedera los 1,514 psig. Estas aguas residuals
tendran un contendido de TDS de 3,400 ppm.



 Injectaran en WDW-3 ubicada entre 7,660 y 8,620 pies (produndidad de
registro). La tasa de injeccion de WDW-1 no excedera los 500 gpm a una
presion de inyeccion que no excedera los 1,530 psig. Estas aguas residuals
tendran un contendido de total de solidos disueltos (TDS) de 3,400 ppm.

Formacion de fluido dentro del interval permitido exceed 10,000 milligramos per litro
(mg/L) TDS. En el area en donde se encuentran el pozo, el agua fresco se encuentra a
una profundidad de 50 a 150 pies por debajo de la superficie de la tierra con un TDS de
1,500 a 2,200 partes por millón (ppm).

Personas interesadas en obtener mayores informes, presentar sus comentarios o
solicitar que se les incluya en las listas de direcciones de una planta en especial para
futuros avisos pueden ponerse en contacto con el Jefe del Departamento del Medio
Ambiente de la División de Conservacíon de Petroleo de Nuevo Mexico.

Por Favor envien los comentarios y las preguntas a:

Director
New Mexico Oil Conservation Division
1220 South St. Francis Drive
Santa Fe, New Mexico 87505
Telefono: (505) 476-3440

Cuando escriban, por favor pongan de referencia el nombre del applicante y del pozo.
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