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Well Name:   OSWELL FEDERAL #1

Report Printed:   7/25/2023www.peloton.com

Current Schematic - Version 3

API / UWI

3004508805
Surface Legal Location

004-029N-011W-F
Field Name

BASIN DAKOTA (PRORATED GAS)
Route

0703
State/Province

NEW MEXICO
Well Configuration Type

Ground Elevation (ft)

5,811.00
Original KB/RT Elevation (ft)

5,822.00
KB-Ground Distance (ft)

11.00
KB-Casing Flange Distance (ft) KB-Tubing Hanger Distance (ft)

Original Hole

MD 
(ftKB)

11.2

12.1

44.6

54.8

292.0

293.0

299.9

710.0

817.9

1,440.0

2,054.1

2,178.1

2,224.1

2,249.0

2,250.0

3,101.0

3,470.1

3,710.0

3,835.0

4,319.9

4,710.0

4,713.9

4,736.9

4,737.9

5,632.9

6,382.9

6,441.9

6,503.9

6,530.8

6,532.8

6,565.6

6,566.9

6,567.6

6,594.2

6,660.1

6,672.9

6,673.9

6,674.9

TVD 
(ftKB) Vertical schematic (actual)

PICTURED CLIFFS (PICTURED CLIF…

LEWIS (LEWIS (final))

CLIFFHOUSE (CLIFFHOUSE (final))

MENEFEE (MENEFEE (final))

POINT LOOKOUT (POINT LOOKOUT …

MANCOS (MANCOS (final))

GALLUP (GALLUP (final))

GREENHORN (GREENHORN (final))

GRANEROS (GRANEROS (final))

DAKOTA (DAKOTA (final))

FRUITLAND (FRUITLAND (final))

KIRTLAND (KIRTLAND (final))

OJO ALAMO (OJO ALAMO (final))

<typ> (PBTD); 6,660.00

2 3/8in, Mule Shoe ( EXP CHK ); 2 3/8 in; 
6,566.78 ftKB; 6,567.63 ftKB

2 3/8in, Pump Seating Nipple; 2 3/8 in; 
6,565.68 ftKB; 6,566.78 ftKB

2 3/8in, Tubing ; 2 3/8 in; 4.70 lb/ft; J-55; 
6,532.93 ftKB; 6,565.68 ftKB

2 3/8in, Tubing Pup Joint; 2 3/8 in; 4.70 lb/ft; 
J-55; 6,530.83 ftKB; 6,532.93 ftKB

2 3/8in, Tubing ; 2 3/8 in; 4.70 lb/ft; J-55; 
54.78 ftKB; 6,530.83 ftKB

2 3/8in, Tubing Pup Joint ; 2 3/8 in; 4.70 lb/ft; 
J-55; 44.78 ftKB; 54.78 ftKB

2 3/8in, Tubing ; 2 3/8 in; 4.70 lb/ft; J-55; 
12.00 ftKB; 44.78 ftKB

7 1/16in, Tubing Hanger; 7 1/16 in; 11.00 
ftKB; 12.00 ftKB

2; Production1, 6,675.00ftKB; 4 1/2 in; 4.05  
in; 11.00 ftKB; 6,675.00 ftKB

Production Casing Cement, Casing,  
7/4/1964 13:00 (plug); 6,660.00-6,675.00;  
1964-07-04 13:00; Cemented w/ 150 sxs of  
50/50 pozmix/Class C and 100 sxs regular .

6,504.0-6,594.0ftKB on 7/10/1964 00:00  
(PERF - DAKOTA); 6,504.00-6,594.00; 1964
-07-10

Production Casing Cement, Casing,  
7/4/1964 13:00; 4,714.00-6,675.00; 1964-07-
04 13:00; Cemented w/ 150 sxs of 50/50  
pozmix/Class C and 100 sxs regular .

Production Casing Cement, Casing,  
7/4/1964 13:00; 2,224.00-4,714.00; 1964-07-
04 13:00; Cemented w/ 225 sxs of 50/50  
pozmix/Class C .

3,101.0-3,470.0ftKB on 12/15/2003 00:00  
(PERF - CHACRA); 3,101.00-3,470.00; 2003
-12-15

Production Casing Cement, Casing,  
7/4/1964 13:00; 11.00-2,224.00; 1964-07-04  
13:00; Cemented w/ 425 sxs of 50/50  
Pozmix/Class C and 100 sxs 50/50 Poz mix  
and Class C

1; Surface, 293.00ftKB; 8 5/8 in; 8.10 in;  
11.00 ftKB; 293.00 ftKB

Surface Casing Cement, Casing, 6/24/1964  
12:00; 11.00-293.00; 1964-06-24 12:00



District I
1625 N. French Dr., Hobbs, NM 88240
Phone:(575) 3936161 Fax:(575) 3930720

District II
811 S. First St., Artesia, NM 88210
Phone:(575) 7481283 Fax:(575) 7489720

District III
1000 Rio Brazos Rd., Aztec, NM 87410
Phone:(505) 3346178 Fax:(505) 3346170

District IV
1220 S. St Francis Dr., Santa Fe, NM 87505
Phone:(505) 4763470 Fax:(505) 4763462

State of New Mexico
Energy, Minerals and Natural Resources

Oil Conservation Division
1220 S. St Francis Dr.
Santa Fe, NM 87505

CONDITIONS

Action  243986

CONDITIONS
Operator:

HILCORP ENERGY COMPANY
1111 Travis Street
Houston, TX 77002

OGRID:

372171
Action Number:

243986
Action Type:

[UFWBS] Wellbore Schematic (WELLBORE SCHEMATICS)

CONDITIONS

Created By Condition Condition
Date

mkuehling for record 9/14/2023


