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Well Name:   SAN JUAN 32-7 UNIT #8

Report Printed:   10/6/2023www.peloton.com

Current Schematic - Version 3

API / UWI

3004510715
Surface Legal Location

017-031N-007W-L
Field Name

MV
Route

0505
State/Province

NEW MEXICO
Well Configuration Type

Vertical
Ground Elevation (ft)

6,443.00
Original KB/RT Elevation (ft)

6,456.00
RKB to GL (ft)

13.00
KB-Casing Flange Distance (ft) KB-Tubing Hanger Distance (ft)

Original Hole [Vertical]

MD 
(ftKB)

0.0

13.1

238.8

240.2

816.9

2,219.2

2,336.9

2,527.9

2,862.9

3,000.0

3,279.9

3,557.1

3,558.1

3,559.1

4,514.1

5,305.1

5,350.1

5,359.9

5,611.9

5,618.1

5,627.0

5,664.0

5,762.1

5,805.1

5,809.1

5,810.0

TVD 
(ftKB)

Vertical schematic (actual)

Morrison (Morrison (final))

NACIMIENTO (NACIMIENTO (final))

OJO ALAMO (OJO ALAMO (final))

Ojo Alamo (Ojo Alamo (final))

KIRTLAND (KIRTLAND (final))

FRUITLAND (FRUITLAND (final))

Graneros (Graneros (final))

PICTURED CLIFFS (PICTURED CLIFFS (fin…

Mancos (Mancos (final))

CHACRA (CHACRA (final))

CLIFF HOUSE (CLIFF HOUSE (final))

MENEFEE (MENEFEE (final))

Green Horn (Green Horn (final))Nacimiento (Nacimiento (final))

POINT LOOKOUT (POINT LOOKOUT (fin…

Gallup (Gallup (final))Dakota (Dakota (final))Entrada (Entrada (final))

2 3/8in, Tubing; 2 3/8 in; 4.60 lb/ft; J-55; 
13.00 ftKB; 5,612.00 ftKB

3; Production Casing, 5,810.04ftKB; 5 1/2 in;  
4.95 in; 13.04 ftKB; 5,810.04 ftKB

Production Casing Cement, Casing,  
8/23/1955 00:00 (plug); 5,805.00-5,810.00;  
1955-08-23; Cmt'd w/125 sks 2%.  Originally  
entry showed 3000'.  TOC @ 4485 per 75%  
eff calc.

5,664.0-5,762.0ftKB on 9/15/1955 00:00  
(PERF - MESAVERDE); 5,664.00-5,762.00;  
1955-09-15

5,350.0-5,618.0ftKB on 9/16/1955 00:00  
(PERF - MESAVERDE); 5,350.00-5,618.00;  
1955-09-16

Production Casing Cement, Casing,  
8/23/1955 00:00; 3,000.00-5,810.00; 1955-08
-23; Cmt'd w/125 sks 2%.  Originally entry  
showed 3000'.  TOC @ 4485 per 75% eff calc.

2; Intermediate Casing, 3,559.00ftKB; 7 5/8 in;  
6.97 in; 13.00 ftKB; 3,559.00 ftKB

Intermediate Casing Cement, Casing,  
8/18/1955 00:00; 2,528.00-3,559.00; 1955-08
-18; Cmt'd w/150 sks 8% and 100 sks Neat.  
TOC @ 2528 per 75% eff calc.

1; Surface Casing, 240.00ftKB; 10 3/4 in;  
10.19 in; 13.00 ftKB; 240.00 ftKB

Surface Casing Cement, Casing, 8/14/1955  
00:00; 13.00-240.00; 1955-08-14; Cmt'd  
w/150 sks regular cmt. Good cmt returns.



District I
1625 N. French Dr., Hobbs, NM 88240
Phone:(575) 3936161 Fax:(575) 3930720

District II
811 S. First St., Artesia, NM 88210
Phone:(575) 7481283 Fax:(575) 7489720

District III
1000 Rio Brazos Rd., Aztec, NM 87410
Phone:(505) 3346178 Fax:(505) 3346170

District IV
1220 S. St Francis Dr., Santa Fe, NM 87505
Phone:(505) 4763470 Fax:(505) 4763462

State of New Mexico
Energy, Minerals and Natural Resources

Oil Conservation Division
1220 S. St Francis Dr.
Santa Fe, NM 87505

CONDITIONS

Action  273204

CONDITIONS
Operator:

HILCORP ENERGY COMPANY
1111 Travis Street
Houston, TX 77002

OGRID:

372171
Action Number:

273204
Action Type:

[UFWBS] Wellbore Schematic (WELLBORE SCHEMATICS)

CONDITIONS

Created By Condition Condition
Date

mkuehling None 10/6/2023


