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Well Name:   FLORANCE #1

Report Printed:   6/17/2024www.peloton.com

Current Schematic - Version 3

API / UWI

3004520258
Surface Legal Location

026-028N-008W-E
Field Name

DK
Route

0901
State/Province

NEW MEXICO
Well Configuration Type

Vertical
Ground Elevation (ft)

5,865.00
Original KB/RT Elevation (ft)

5,877.00
Tubing Hanger Elevation (ft)

5,865.00
RKB to GL (ft)

12.00
KB-Casing Flange Distance (ft)

12.00
KB-Tubing Hanger Distance (ft)

12.00

Original Hole [Vertical]

MD 
(ftKB)

12.1

237.9

238.8

242.1

1,419.0

1,527.9

1,860.9

2,062.0

2,325.1

2,486.9

2,669.9

2,670.9

3,273.0

3,987.9

4,027.9

4,571.9

4,950.1

5,051.8

5,752.0

6,494.1

6,558.1

6,612.9

6,615.2

6,625.0

6,690.0

6,753.0

6,753.9

6,820.9

6,856.0

6,862.9

6,863.8

TVD 
(ftKB)

Vertical schematic (actual)

OJO ALAMO (OJO ALAMO (final))

KIRTLAND (KIRTLAND (final))

FRUITLAND (FRUITLAND (final))

PICTURED CLIFFS (PICTURED CLIFFS (fin…

LEWIS (LEWIS (final))

CHACRA (CHACRA (final))

CLIFF HOUSE (CLIFF HOUSE (final))

MENEFEE (MENEFEE (final))

POINT LOOKOUT (POINT LOOKOUT (fin…

MANCOS (MANCOS (final))

GALLUP (GALLUP (final))

GREENHORN (GREENHORN (final))

GRANEROS (GRANEROS (final))

TWO WELLS (TWO WELLS (final))

2 3/8in, Seating Nipple; 2 3/8 in; 6,753.00 
ftKB; 6,754.00 ftKB

2 3/8in, Tubing; 2 3/8 in; 4.70 lb/ft; Also 
installed new wellhead & secondary wellhead 

seal.; 12.00 ftKB; 6,753.00 ftKB

3; Production1, 6,864.00ftKB; 4 1/2 in; 4.05 in;  
12.00 ftKB; 6,864.00 ftKB

Production Casing Cement, Casing,  
5/10/1968 00:00 (plug); 6,856.00-6,864.00;  
1968-05-10; Cemented w/ 110 sx 40% Diacel  
D plus 100 sx Class C. TOC @ 5052' per 75%  
calc eff.

6690-6821ftKB on 5/25/1968 00:00 (PERF -  
DAKOTA); 6,690.00-6,821.00; 1968-05-25

6615-6625ftKB on 5/25/1968 00:00 (PERF -  
DAKOTA); 6,615.00-6,625.00; 1968-05-25

Production Casing Cement, Casing,  
5/10/1968 00:00; 5,052.00-6,864.00; 1968-05
-10; Cemented w/ 110 sx 40% Diacel D plus  
100 sx Class C. TOC @ 5052' per 75% calc eff.

2; Intermediate1, 2,671.00ftKB; 7 in; 6.46 in;  
12.00 ftKB; 2,671.00 ftKB

Intermediate Casing Cement, Casing,  
5/3/1968 00:00; 2,062.00-2,671.00; 1968-05-
03; Cemented w/ 80 units of Hys 400 plus  
100 sx Class C neat. TOC @ 2062' per 75% eff  
calc.

1; Surface, 239.00ftKB; 9 5/8 in; 9.00 in; 12.00  
ftKB; 239.00 ftKB

Surface Casing Cement, Casing, 5/1/1968  
00:00; 12.00-242.00; 1968-05-01; Cemented  
w/ 145 sx Class A.



District I
1625 N. French Dr., Hobbs, NM 88240
Phone:(575) 3936161 Fax:(575) 3930720

District II
811 S. First St., Artesia, NM 88210
Phone:(575) 7481283 Fax:(575) 7489720

District III
1000 Rio Brazos Rd., Aztec, NM 87410
Phone:(505) 3346178 Fax:(505) 3346170

District IV
1220 S. St Francis Dr., Santa Fe, NM 87505
Phone:(505) 4763470 Fax:(505) 4763462

State of New Mexico
Energy, Minerals and Natural Resources

Oil Conservation Division
1220 S. St Francis Dr.
Santa Fe, NM 87505

CONDITIONS

Action  355248

CONDITIONS
Operator:

HILCORP ENERGY COMPANY
1111 Travis Street
Houston, TX 77002

OGRID:

372171
Action Number:

355248
Action Type:

[UFWBS] Wellbore Schematic (WELLBORE SCHEMATICS)

CONDITIONS

Created By Condition Condition
Date

mkuehling None 7/5/2024


