Fate 34-1

3/31/98

fiKB Cement (0.0-403.0)

Surface Casing (0.0-403.0, OD:16 , Wt:65.00)

Cement (0.0-2430.0)

500 — Cement (0.0-9890.0)

Tubing (0.0-6115.0, OD:2 7/8, ID:0)
1000 —

Intermediate Casing (0.0-2430.0, OD:10 3/4, Wt:40.50)

Production Casing (0.0-98380.0, OD:7 5/8, Wt:39.00)
1500 —
2000 —

6100 Perf (6120.0-6130.0)

Perf (6150.0-6162.0)

6200 + Perf (6180.0-6192.0)
6300 |
6400
6500
6600 —
6700
6800
6900

9500 | Cement Plug (8500.0-9550.0, OD:5 1/2)

Cement (9375.0-12150.0)
9600
9700
9800
9300 |
10000 |

Liner (9375.0-12105.0, OD:5 1/2)
10100
10200 —|
10300
10400 |
10500 |

10600 - Perf (10606.0-10609.0) .
Perf (10634.0-10638.0) y ﬁz
rf

11100 Cement Plug (11125.0-11130.0, OD:5 1/2)
11200
11300
11400
11500 —
11600

14700 | Perf (11683.0-11690.0)

Perf (11764.0-11768.0)
11800
11900
12000
12100

Cast Iron Bridge Plug (12140.0-12355.0, OD:5 1/2)
12200 -
12300




