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Well Name:   MCDURMITT #1P

Report Printed:   9/24/2020www.peloton.com

Current Schematic

API / UWI

3004534478
Surface Legal Location

006-031N-012W-B
Field Name

MV/DK COM
Route

0201
State/Province

NEW MEXICO
Well Configuration Type

VERTICAL
Ground Elevation (ft)

5,879.00
Original KB/RT Elevation (ft)

5,895.00
KB-Ground Distance (ft)

16.00
KB-Casing Flange Distance (ft) KB-Tubing Hanger Distance (ft)

VERTICAL, Original Hole, 9/24/2020 8:57:25 AM
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PICTURED CLIFFS (final)

MASSIVE CLIFF HOUSE (final)

MENEFEE (final)

MASSIVE POINT LOOKOUT (final)

MANCOS (final)

UPPER GALLUP (final)

GREENHORN (final)

Dakota (final)

3; Production; 4 1/2 in; 4.00 in; 16.01 ftKB; 
RUN 166 JTS 4 1/2" 10.5# J-55 ST&C A ND 

6 JTS 4 1/2" 11.6# J-55 LT&C ASING.  FS 
@7007', FC @ 7005', CENTRALIZERS @ 

6693', 6682', 6800', 6719', 6640', 6551', 
AND 4332'.  10' MARKER JTS @ 6591' 
AND 2943'. P/U WASH DOWN JOINT. 

CIRC  ON BOTOM ITH N2.; 7,007.70 ftKB

Perforated; 6,880.00-6,981.00; 5/1/2008

EXPENDABLE CHECK; 2 3/8 in; 6,885.70 
ftKB; 6,886.55 ftKB

SEATING NIPPLE; 2 3/8 in; 6,884.60 ftKB; 
6,885.70 ftKB

Tubing; 2 3/8 in; 4.70 lb/ft; J-55; 6,853.52 
ftKB; 6,884.60 ftKB

PUP JOINT; 2 3/8 in; 4.70 lb/ft; J-55; 
6,851.42 ftKB; 6,853.52 ftKB

Perforated; 6,786.00-6,872.00; 5/1/2008

Perforated; 4,276.00-4,970.00; 5/1/2008

2; Intermediate; 7 in; 6.37 in; 16.02 ftKB; 
RUN 6 JTS 7", 23# J-55 LT&C AND 97 JTS 
7", 20# J-55 ST&C CASING.  FS @ 4235', 

FC @ 4192'.  CENTRALIZERS @ 4200', 
4142', 4059', 3976', 3897', 3817', AND 230'.   

BROKE CIRCULATION EVERY 50 JOINTS. 
NO LOSSES. P/U WASH DOWN JOINT. 

WASH LAST 15' TO BOTTOM. CIRC 
BOTTOMS UP. L/D WASHDOWN JOINT.; 

4,235.00 ftKB

Tubing; 2 3/8 in; 4.70 lb/ft; J-55; 15.95 ftKB; 
6,851.42 ftKB

1; Surface; 9 5/8 in; 9.00 in; 16.00 ftKB; 
230.00 ftKB

Cement; 7,007.70-7,010.00; 3/25/2008

Cement Plug; 6,990.00-7,007.70; 3/25/2008

Hyd Frac-Slickwater; 5/1/2008; DAKOTA  
STIMULATION: (6,786' TO 6,981')                             

BREAKDOWN THE ZONE AT 770 PSI. START 10  
BBLS OF 15% HCL ACID AT 7 BPM  
AT 200 PSI.                     

FRAC THE ZONE AT 50 TO 57 BPM WITH 97,850  
GALLONS OF SLICKWATER AND   
40,400 LBS. OF 20/40 TLC PROPPANT. RAN  
FRICTION REDUCER (B-145) AT 1.5 GAL/
1000 GALS. SURFACTANT (F-103) AT .5 GAL/1000  
GALS. PUMPED 104 FLUSH BBLS.        

MIN. RATE: 50 BPM. MAX. RATE: 58 BPM. AVG.  
RATE: 57 BPM.                 
MIN. PSI: 2,280 PSI. MAX. PSI: 3,650 PSI. AVG. PSI:  
2,580 PSI. MAX. SAND CONC: 1.6 PSA.   ISIP: 950  
PSI. FRAC GRADIENT: .58 PSI/FT. (BASED OFF  
ISDP)  FLUID TO RECOVER (BREAKDOWN, ACID  
AND FRAC: 2,468 CLEAN BBLS). PUMPED 2,510  
SLURRY BBLS.                   
SAND AMOUNT BASED OFF VISUAL AND WEIGHT  
TICKET AMOUNTS. THE POD DENSIOMETER  
COUNTED 36,500 LBS.

Production Casing Cement; 4,260.00-7,007.70;  
3/25/2008

Hyd Frac-Foam N2; 5/2/2008; LOWER MENEFEE &  
POINT LOOKOUT STIMULATION: (4,276' TO 4,970')             

BREAKDOWN THE ZONE AT 1,785 PSI. PUMPED  
10 BBLS OF 2% KCL WATER. START    
10 BBLS OF 15% HCL ACID AT 7 BPM AT 420 PSI.        

FRAC THE ZONE WITH 141,400 GALLONS OF 60  
QUALITY FOAM AT 50 TO 54 BPM WITH 130,340  
LBS. OF 20/40 BRADY SAND. RAN FRICTION  
REDUCER (B-145) AT 1.00 GAL/   
1000 GALS. SURFACTANT (F-103) AT 1 GAL/ 1000  
GALS. FOAMER (F-104) AT 3.0 GAL/   
1000 GALS. TOTAL N2: 1,423,400 SCF. PUMPED 64  
BBL FOAMED FLUSH.       

MIN. RATE: 50 BPM. MAX. RATE: 54 BPM. AVG.  
RATE: 53 BPM.                
MIN. PSI: 1,920 PSI. MAX. PSI: 2,290 PSI. AVG. PSI:  
1,990 PSI. MAX. SAND CONC: 1.65 PSA. ISIP: 1,210  
PSI. FRAC GRADIENT: .48 PSI/FT. (BASED OFF  
ISDP) FLUID TO RECOVER (BREAKDOWN, ACID  
AND FRAC: 1,392 CLEAN BBLS). PUMPED 1,531  
SLURRY BBLS.

SAND AMOUNT BASED OFF WEIGHT TICKET  
AMOUNTS. THE POD DENSIOMETER COUNTED  
128,700 LBS.

7" INTERMEDIATE CASING; 16.00-4,235.00;  
3/23/2008

SURFACE CSG CMT (plug); 184.00-230.00;  
3/14/2008; CIRC 3 BBL'S CMT TO SURFACE

SURFACE CSG CMT; 16.00-230.00; 3/14/2008; CIRC  
3 BBL'S CMT TO SURFACE
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