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WELL API NO. 

5. Indicate Type of Lease

  STATE  FEE 

6. State Oil & Gas Lease No.

SUNDRY NOTICES AND REPORTS ON WELLS 
(DO NOT USE THIS FORM FOR PROPOSALS TO DRILL OR TO DEEPEN OR PLUG BACK TO A 

DIFFERENT RESERVOIR.  USE "APPLICATION FOR PERMIT" (FORM C-101) FOR SUCH 

PROPOSALS.) 

1. Type of Well:  Oil Well       Gas Well   Other 

7. Lease Name or Unit Agreement Name

8. Well Number

2. Name of Operator 9. OGRID Number

3. Address of Operator 10. Pool name or Wildcat

4. Well Location

     Unit Letter___________:__________feet from the _____________ line and _____________feet from the ____________line 

     Section       Township          Range           NMPM  County 

11. Elevation (Show whether DR, RKB, RT, GR, etc.)

12. Check Appropriate Box to Indicate Nature of Notice, Report or Other Data

NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF: 
PERFORM REMEDIAL WORK PLUG AND ABANDON   REMEDIAL WORK     ALTERING CASING  

TEMPORARILY ABANDON    CHANGE PLANS     COMMENCE DRILLING OPNS. P AND A    

PULL OR ALTER CASING    MULTIPLE COMPL    CASING/CEMENT JOB    

DOWNHOLE COMMINGLE      

CLOSED-LOOP SYSTEM    
OTHER:    OTHER:  

13. Describe proposed or completed operations.  (Clearly state all pertinent details, and give pertinent dates, including estimated date

of starting any proposed work).  SEE RULE 19.15.7.14 NMAC.  For Multiple Completions:  Attach wellbore diagram of

proposed completion or recompletion.

Spud Date:   Rig Release Date:  

I hereby certify that the information above is true and complete to the best of my knowledge and belief. 

Type or print name _____________________________  E-mail address:  __________________________  PHONE: ________________ 

For State Use Only 

APPROVED BY:_______________________________TITLE___________________________________DATE___________________ 

Conditions of Approval (if any): 

X

X

RAZ OIL AND GAS LLC

P.O. Box 1180 Eunice, NM 88231

30-025-22004

VB-2808-1

STATE WE "K"
#1

370507

OSUDO; Morrow, South (GAS)

F 1,980 North 1,980' West
15 21S                  35E Lea

X

Completed operations described in Exhibit A - P&A Activity Summary. 

918-382-7581Oliver Seekins Oseekins@all-llc.com

9/28/2023Consultant / Project Manager

10/31/23Compliance Officer A

SIGNATURE__________________________________ TITLE___________________________________DATE___________________ 
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Exhibit A - P & A Activity Summary 

8/29/2023 

Tagged top of plug at 5,183’. 
Pulled workstring to 4110’. 
Perforated casing at 4,420’. 
Squeezed 40 sacks into perforations and pumped an additional 80 sacks into wellbore. 
Allowed cement to cure for four hours. 
Tagged top of plug at 4,294’. 

8/30/2023 Ran wireline and deployed casing cutting tool to 3,800'. 
8/31/2023 Removed 3,800’ of 7” production casing. 

9/1/2023 

Pumped a 150-sack plug across the casing stub, Yates Formation, and base of the salt. 
WOC. Tagged top of plug at 3,368’. 
Perforated casing at 1,850’. Squeezed 100 sacks into perforations. Spotted 100-sack 
balance plug at 1,865’.  

9/2/2023 

Tagged top of plug at 1,674’ and perforated surface casing at 450’. 
Squeezed 175 sacks of cement across the 13-3/8” surface casing shoe. 
Spotted 175 sacks in the 9-5/8” casing from 450’ back to surface.   
Installed above-ground P&A marker. 

Date Activity 
8/22/2023 Tagged cement topped CIBP at 10,725'. 

8/23/2023 

Circulated plugging fluid into the wellbore. 
Positioned EOT at 10,283’. 
Pumped 16.4ppg 25-sack Class H plug. Displaced with 39 bbls. Estimated plug length 
127 ft. Ran in hole with CBL tagged top of plug at 10,283’. 
First plug required to be placed between 10,267' to 10,167’. 
Cement bond logging was completed from 10,283' to surface. 
The top of the production casing cement was found to be at 8,269'. Free pipe was 
confirmed above that point. 
A copy of the cement bond log was sent to NMOCD for their records. 

8/24/2023 

Tripped in workstring and tagged top of first cement plug at approximately 10,243’ 
(tubing tally) (10,283’ by wireline CBL). 
Pumped 25-sack cement plug and displaced with 39 bbls.  
Tagged top of second plug at 10,115’. 
Positioned the EOT to approximately 8334’. 
Pumped 30-sack cement plug across the top of the production casing cement as 
determined by CBL to be at 8,269’. 

8/25/2023 

Tagged top of plug at 8,248’. Top of plug required to be at 8,219’.  
Pumped additional 20 sacks of 16.4ppg Class H on top of emplaced plug and waited 
four hours for cure. 
Tagged top of plug at 8,178’. 

8/26/2023 No activity 
8/27/2023 No activity 

8/28/2023 

Perforated 7” production casing at 7,612’. 
Squeezed 40 sacks into perforations. Placed an additional 85 sacks into wellbore. 
Tagged top of plug at 7,475’. 
Pulled up workstring to 5,216’. 
Perforated casing at 5,450’. 
Squeezed 40 sacks into perforations. Placed an additional 85 sacks into wellbore. 



Not to Scale. 
All depths to KB.
KB: 3,615'
GL: 3,599'

Subsequent Report of P&A Wellbore Diagram
 Raz Oil and Gas, LLC

State WE "K" #1
API # 30-025-22004

1980' FNL x 1980' FWL, UL 'F’
Sec 15, T21S, R35E, Lea County, NM

Drawn by: Joshua Ticknor

Date: 09/07/2023

Project Manager: 
Dan Arthur

8-3/4" borehole
7" 23,26,&29# production casing set at 11,370’.
Cemented with 600 sacks.
Top of cement: 8,350' (per temperature survey)

Prepared by:
Total Depth: 12,610'

17-1/2" boreole
13-3/8" 54.5# & 61# surface casing set at 321'
Cemented to surface using 400 sacks.

6-1/8" borehole
5" Liner from 11,197' to 12,605'
Cemented with 130 sacks.
Estimated top of cement: 11,197'

Top of 7" production casing cement: 
8,269' (confirmed by CBL)

12-1/4” borehole
9-5/8" 36# & 40 intermediate casing set at 5,350'.
Cemented with 840 sacks.
Top of cement: 3,325' (per temperature survey)

Wellbore filled with 9ppg gel spacer. 

Morrow Perforations: 12,004'-12,077'

Wolfcamp Perforations: 10,899'-10,951'

2-3/8" tubing stub top: 10,780'
Wireline set tubing plug: 11,670'

Baker Model D Packer:11,740'

Baker Mod AS-5 Pkr @10,827'

CIBP set at 10,760'
Capped with 35' cement.

Plug across the 7" production casing TOC consisting of 50 sacks Class H 
from 8,334' to 8,178'.

Perforated with six shots at 1,850' in the 9-5/8’ casing. Squeezed 
100 sacks of Class C cement behind the 9-5/8” casing to cover the 
top of the salt. Spot another 100 sacks of Class C cement inside the 
9-5/8” from 1,865' to 1,674'to cover the top of the salt (1,815’).

Perforated the 9-5/8" casing with six shots at 450'. Squeezed 175 
sacks Class C cement across the 13-3/8” surface casing shoe and 
cemented back to the surface behind the 9-5/8” casing. Spotted 175 
sacks Class C cement from 450' back to the surface inside the 9-5/8" 
casing.

Top of cement 9-5/8" intermediate casing: 3,325'
(per temperature survey)

Perforated the 7” casing at 
approximately 4,420' with six shots. 

Squeezed 40 sacks of Class C cement 
into the perforations and then 

spotted another 30 sacks of Class H 
cement inside the 7” casing from 

4,420' to 4,294' to cover the top of 
the Queen Formation (4,370’).

Plug consisting of 50 sacks of Class H cement inside the 7” casing from 
10,283'  to 10,115" across the top of the Wolfcamp Formation (10,217’).

Perforated six shots at 5,450'. Squeezed 40 sacks of Class 
C cement and then pumped another 85 sacks of Class C 
cement inside the 7” casing from 5,450'-5,183' to cover 
the 9-5/8” casing shoe (5,350’).

Perforated the 7” casing at 7,612' with six shots. Squeezed 40 sacks 
of Class H cement into the perforations and spotted 85 sacks of 
Class H cement inside the 7” casing from 7,612'-7,475' to cover the 
top of the Bone Spring Formation (7,562’).

Cut and removed the 7" 
production casing from 3,800'.

Spotted 150 sacks of Class C 
cement from 3,800' to 3,368' 

through the 7” casing to cover 
the 7” casing stub, top of the 

Yates Formation (3,646’), and the 
base of the salt (3,490’).
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