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— =S il S 10329
Casing Jonts: 12 374, 34.00; 178 35E 18 32° 49'46.951" N 103° 29' 57.397" W
207.8 10/27/1971 SRt
Surface Casing Cement; 13.0-290.0;
13.1 i 10/27/1971 e o~
Wellbore; SURFACE1; 17 1/2; 290.0 :
1516 Casing Joinis; 8 5/8; 28.00; J-55, : . Jobs
10/30/1971 ; Type Start Date Summary
290.0 Production Casing Cement, 13.0- ; : Drilling Original & Initial 107271971
3,200.0; 10/30/1971 : s
e Wellbore; INTRMA; 11; 3,200.0 pletion
il Casing Joints; 5 1/2; 17.00; K-55; Tubing Strings
11/17/1971 ‘A Tubing Description Run Date Comment
3200.1 |\ \ A Production Casing Cement; 13.0- g A~ Tubing; 2 3/8; 4.70; J-55; 13.0-8,593.0; - Tubing - Water Injection 4/24/1979 Baker model NB pkr
8,850.0; 11/16/1971 ; ¥ 4/24/1979 TubIng Components
5,896.5 Wellbore; PROD1; 7 7/8; 8,850.0 ——— 1 & -
e~ 7 \ ltem Des OD (in) | Wt (Ib/f)|  Grade Js | Len(m) Com
i = Tubing 23/8| 4.70|J-55 299 8580
8.504.5 A Packer; 4.95; 8,593.0-8,596.0; Packer 4.95 1 3 Baker Model NB
ey ! , 4/24/1979; Baker Model NB Millout Extension 3 1 5
8,506.1 Tubing 23/8| 4.70|N-80 1 7
. Millout Extension; 3; 8,596.0-8,601.0; F Nipple 238 1 1
' esete Tubing 23/8| 4.70|N-80 1 6
8,601.1 Cement Stages
8 i : . Description Start Date Top (ftK..}Btm (f... | Top Meas... | Comment
8,604.5 ey 8088010 gy face Casing Cement  [10/27/1971[13.0 [290.0° |Cement |450 Sx Class H Cmt w/ 2% CaCl
= Returns
8,607.9 Description StatDate  |Top (RK..|Bm (R... | Top Meas... | Comment s S
) . ] Intermediate Casing 10/30/1971 |13.0 |3,200. |Cement |Lead: 1200 Sx Trinity Lite Wt w,
RESE e Cement 0 |Retums [18% Sait
Tail: 200 Sx Class C Neat w/
8,608.9 2.6% Salt
88120 Tubing; 2 3/8; 4.70; N-80; 8,609.0- Circ Cmt to Surf
e 8,615.0, 4/24/1979 Description Start Date Top (K..|Btm (... | Top Meas... [Comment
88162 Production Casing Cement |11/16/1971|13.0 |8,850. [Cement |Lead: 1550 Sx Class C Neat w/
i 0 Retuns |1/4# Flocele
Tail: 200 Sx Class C Neat
i Circ Cmt to Surf
86719
08780 Perf, 8,672.0-8,723.0, 11/21/1971,
S ABO: 1 SPF - 8672-74, 75-77, 81-87,
91-93, 8707, 09, 11, 13, 15, 17, 19-23
8,680.1 (22 Total Holes))
Perf, 8,680.0-8,722.0; 4/24/1979; B
8,701.1 ABO: 1 SPF - 8680-88', 8708-22' (22 Acidizing; 8,672.0-8,723.0
Total Holes)
8,722.1
8,722.6
8,723.1
8,768.5
8.814.0 Production Casing Cement (plug);
IR 8,814.0-8,850.0; 11/16/1971
8,832.0
8,850.1 Wellbore; TD - Original Hole; 8,850.0
9,071.0
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