MCA Ui No. 114
300250073300

Cement (0.0-20.0) _/
Surface Casing (0.0-20.0, OD:12.7500, Wt:43.00)

Intermediate Casing (0.0-76.0, OD:7.0000, Wt:20.00) J
2 3/8" (IPC) Tubing (0.0-3524.0, OD:2.3750, 1D:2.0000)
Cement (0.0-3171.0)

Production Casing (76.0-3551.0, OD:5.5000, Wt:14.00)
Tie-Back Liner (0.0-3171.0, OD:4.0000, Wt:9.50)
Cement (2400.0-3551.0)

S By

Cement (3171.0-4075.0)
Liner (3171.0-4075.0, OD:4.0000, Wt:9.50)

4" Baker AD1 (3523.0-3527.0, OD 3.7500)

Cement Squeeze (3650.0-3651.0) |
Cement Squeeze (3650.0-3651.0)

Perf (3797.0-3803.0)
Perf (3797.0-3803.0) _/
Peif (3505.0-3806.0) /)
Perf (3805.0-3806.0)
Perf (3810.0-3812.0)

Perf (3810.0-3812.0) —if

Perf (3318.0-3822.0) —/j4
Perf (3318.0-3822.0) —Jj

Perf (3335.0-3837.0) |
Perf (3342.0-3846.0) -:
Perf (3342.0-3846.0) —|

Perf (3385.0-3928.0) —
Perf (3385.0-3930.0) —|
Perf (3934.0-3941.0) -/
Perf (3955.0-3956.0) —
Perf (3955.0-3956.0)
Perf (3994.0-4007.0) —
Perf (3994.0-4007.0) i
-Perf (4013.0-4040.0) J
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